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This equipment generates, uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined by
turning the equipment off and on, the user is encouraged to try to correct the
interference by one of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that
to which the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including interference that may
cause undesired operation.

FCC Caution: Any changes or modifications not expressly approved by the party
responsible for compliance could void the user's authority to operate this equipment.

IMPORTANT NOTE:

FCC Radiation Exposure Statement:

This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment should be installed and operated with
minimum distance 20cm between the radiator & your body.

This transmitter must not be co-located or operating in conjunction with any other

antenna or transmitter.

IEEE 802.11b or 802.11g operation of this product in the U.S.A. is firmware-limited to
channels 1 through 11.



CE Mark Warning c E @

This equipment complies with the requirements relating to electromagnetic
compatibility, EN 55022 Class B for ITE, the essential protection requirement of
Council Directive 89/336/EEC on the approximation of the laws of the Member States
relating to electromagnetic compatibility.

Company has an on-going policy of upgrading its products and it may be possible that
information in this document is not up-to-date. Please check with your local
distributors for the latest information. No part of this document can be copied or
reproduced in any form without written consent from the company.
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Thank you for purchasing this product. Read this chapter to know
about your IEEE 802.11g Wireless USB Adapter.

Unpacking information

Before getting started, please verify that your package includes the following items:

1. IEEE 802.11g Wireless USB Adapter
2. One quick installation guide

3. One Utility/ Manual CD



Introduction to the IEEE 802.11g Wireless USB Adapter

The IEEE 802.11g Wireless USB adapter provides users to launch IEEE 802.11g
wireless network at 54 Mbps in the 2.4GHz frequency, which is also compatible with
IEEE 802.11b wireless devices at 11Mbps. You can configure this adapter with
ad-hoc mode to connect to other 2.4GHz wireless computers or with Infrastructure
mode to connect to a wireless AP or router for accessing to Internet. This adapter
includes a convenient Utility for scanning available networks and saving preferred
networks that users usually connected with. Security encryption can also be
configured by this utility.

Internet

USEPCI Wireless Adapter USB/CardBus Wireless Adapter

Key Features

« Complies with IEEE 802.11b/g wireless

standard

Complies with Universal Serial Bus Rev.
1.0, 1.1 and 2.0 specifications.

High Speed transfer data rate up to 54
Mbps

Support turbo mode for 72 Mbps data
rate

Support driver for Windows 98se, Me,
2000, XP and Vista.

Supports auto-installation and diagnostic
utilities.

Support wireless data encryption with
64/128-bit WEP, WPA (TKIP with IEEE
802.1x) and AES functions.




Installation Guide

Software Installation

Note:

a. Users of Windows Vista please refer to “Windows Vista Driver Installation”
in Appendix for installing instructions.

b. The following driver installation guide uses Windows XP as the presumed
operation system. The procedures and screens in Windows 98se, 2000 are

familiar with Windows XP.

1. Insertthe CD-Rom that came with this product to your CD-Rom drive. The menu
window pops up automatically. Please click the “Driver” button of this product.
Note: If the CD-Rom fails to auto-run, please click on "My Computer”-> your
CD-Rom Drive then double-click the "Setup” icon to start the this menu.

2. The language-selecting window pops up. Please select the language you use
and click OK.

Choose Setup Language

Select the language for thiz installation from
the choices below.

0K il Cancel I

3. The welcome window pops up. Click the “"Next"” button to proceed.

REALTEK RTL8187 Wireless LAN Driver and Utility |z‘

‘Welcome to the InstallShield Wizard for
REALTEK RTL8187 Wireless LAN Driver and

The InstalShield® ‘izard will install REALTEK RTLE1EY
Wireless LAM Driver and Utility on your computer. To
continue, click Next.

< Back I Mest » I Cancel




4. Please wait while installation.

Mow searching for Hardware and installing Drivers...

I

5. This Windows Logo testing warning window may pop up upon installation.

Please click the "Contiune Anyway” to continue.

Software Installation

! 'E The software you are installing has not passed Windows Logo
L testing to verify itz compatibility with Windows =P, [Tel me why
thiz testing is important. |

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

[ Continuehnyway*l STOF Installation l

6. If you are using Windows 98se or ME, the system may ask for the driver CD.
Please click the Browse button. Select your CD-ROM Drive then select USB >
Driver >Win98 (or WINME) to browse the driver. If not, please skip this step.

7. Click the “Finish” button to complete driver and utility installation.

REALTEK RTL8187 Wireless LAN Driver and Utility

InstallShield Wizard Complete

Setup has finizhed instaling REALTEK RTLE187 Wirsless LAMN
Diriver and Utility on your computer.

Firizh |




8. For Windows XP and 2000 users, please insert this USB wireless adapter to your
computer. If you are using Windows 98se or ME, please restart the system first

before connect this wireless adapter to your computer.
9. The “Found New Hardware Wizard" pops up. (Note: This wizard won't pop
up in Windows 98 and ME. The system finds the new hardware and installs the

hardware automatically. Please skip the following steps)

10. Select “No, not this time” and click the “"Next” button.

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Wirdowes will search for current and updated software by
looking on your computer, on the hardware ingtallation CD, or on
the windows Update ‘Web site [with your permizsion].

Read owr privacy policy

Can Windows connect to windows Update to search for
software?

() ez, this time only
{3 es, now and every time | connect a device
(&) Ma, nat this time

Click. Mest to continue.

[ Next>%J[ Cancel ]

11. Select “Install the software automatically” and then click the “"Next"”
button.

Found Mew Hardware Wizard

Thiz wizard helps wou install zoftware for:

Fealtek RTLE187 \Wireless 802119 Sd4Mbps USE 2.0
Metwork, Adapter

\\) If your hardware came with an installation CD
&2 or floppy disk. inzert it now.

what do you want the wizard to do?

() Inztall the software automatically [Fecommended)
() Inztall fromn a list or specific location [Advanced)

Click Mext to continue,

< Back " Next>%[ Caticel




12. Please wait while installing the driver. The Windows logo testing warning
window may pops up again. Please click the "Continue Anyway” button to

continue.

Hardware Installation

L4 "_., The zoftware vou are installing for this hardware:
L

Realtek RTLE18Y Wireless 802 11g Bd4kbps USE 2.0 Metwaork,
Adapter

haz not pazzed Windows Logo testing to werfy its compatibility
with "Windows 3P, [Tell me why this testing is important. )

Continuing your installation of thiz software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
pazsed Windows Logo testing.

Continue Anpuway ] [ STOPR Inztallation

13. Click the “Finish” button to complete installation.

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the zoftware for:

Realtek RTLE137 \Wirelezs 302119 Bdkbps USE
2.0 Metwaork, Adapter

Click Finizh to cloze the wizard.




Management Guide

Read this chapter to understand the management interface of the

device and how to manage the device.

Making a Basic Network Connection

Before You Start

In the following instruction for making a network connection, we use the utility we

provided to configure your wireless network settings.

Note:

a. This utility does not support Windows Vista. Vista users please use the wireless
network configuration software embedded in Windows Vista.

b. For Windows XP users that want to configure your wireless network using this
Utility, please perform the following procedures to disable your native Windows

XP wireless support (Wireless Zero Configuration Service)

1. Double click the icon on your desktop to start the utility.

2. Make sure that the "Windows Zero Config"” checkbox is unchecked.

[ ]windaowes Zero Config

Ad-Hoc Mode
An Ad-Hoc mode wireless network connects two computers directly without the use

of a router or AP. It is also know as a peer-to-peer network. For example, we can
install this wireless adapter to two computers respectively. The communication
between the two computers is an Ad-Hoc mode network.

AR

Ad-Hoc Mode

10



To use this adapter in Ad-Hoc Mode

1. Double click the icon on your desktop.
2. Click the “Available Network” button to scan available wireless network

adapters. Double click on the network adapter that you are going to connect to.

Available Metwark(s)

SSID Char... Encrypt... | Metwork ﬂ.uthenticati...!
4 1= ff 1 Mone Lrknowen k
T WLAN-11b-Gwy 1 MNone Unknown
i default 11 Mone Unkrown

Lol | 2

Refresh | | Add to Profile
MHote:
Double click on itemn to joinfcreate profie,

3. Click the OK button to confirm that you are connecting to an open wireless

network.

Unsecured network

- ou are connecting ko the unsecured network. " Jeff
\!‘) Information sent over this network is not encrypted and might be
visible to other people,

O Q[ Cancel

4. Click OK to add this network into the profile list.

Note: This example is an open wireless network. If you are going to connect to a
Wireless adapter with security protection, you will have to configure the encryption
settings in this profile to be corresponding to the other wireless adapter. Please click
on the “"Network Authentication” drop list to select an authentication method,
and then select a “"Data encryption” type. Fill in each required blanks and click
“OK”.

11



Wireless network properties

Profile Name: | Joff's Laptop

Network Hame(SSID); | Jeff

[¥]This is a computer-ko-computerfad hoch network, wireless:

access points are not used, Channel | (Z412MHz) ~
‘Wireless netwark security 802, 1x configure
This network requires a key For the Following: EAP TYPE
Metwark Authertication: |
eCAOFE, AUEREntCation |Open Syskem Y TieGal
[raka encryplion: !Disabled L | ey | |
Identity | |
Password: | |
L 1
Mebwork key: Certificate :

Canfirm network key:

Key index (advanced):

Infrastructure mode

An Infrastructure Mode network contains at least one wireless client and one
wireless AP or router. This client connects to Internet or intranet by communicating

with this wireless AP.

Internet

¢ . ADSL/ Cable Modem

’
’
7

““““ e, /  Wireless Router/ Access Point (AP)
=,

Infrastructure Mode

To use this adapter in Infrastructure Mode:

1. Double click the icon on your desktop.
2. Click the “Available Network" button to scan available access points. Double

click on the AP that you are going to connect to.

12



Avyailable Metwork(s)

SSID Chan... | Encrypt... | Metwork Authenticati..,
1 WLAN-11b-GwY 1 Mone ko
i default % 11 Mone ko
< | >

3. Click the OK button to confirm that you are connecting to an open wireless

network.

Unsecured network

i ‘fou are connecting ko the unsecured network, " default .
\\‘) Information sent aver this netwark is nok encrypred and might be
wvisible ko other people,

I 94 Nl Cancel ]

4. Click OK to add this network into the profile list.

Wireless network properties

Profile Marme: | default

Nekbwork Mame{S5ID):

[ This is & computer-to-computer] ad hoc) network; wirelsss

access points are not used. Channel

‘Wireless netwark security 802.1x configure

This network requires a key for the Fallowing: EAP THYPE :

Metwork Authentication:
Tunnel :

Daka encryption: Disabled w \sername | |
Identity : | |
Password : | |

Nebwork key: Certificate !

Confirm network key:

Key index {advanced):

%

13



Note:

This example is an open wireless network. If you are going to connect to an AP with

security protection, you will have to configure the encryption settings in this profile

to be corresponding to your AP. Please click on the “"Network Authentication”

drop list to select an authentication method, and then select a “Data encryption”

type. Fill in each required blanks and click "OK".

Tip: Windows XP and Windows 2000 users is also allowed to connect to your

wireless network with the “"RT-Set” setup wizard. Please refer to “"Appendix” for

more information.

Introduction to the Wireless LAN Utility

Note: This management instruction uses Windows XP as the presumed operation

system. Some functions are not supported in Windows 98se or Windows ME.

Starting the Wireless LAN Utility

3
Double click the 2" shortcut on your desktop. The Wireless LAN Utility pops up.

You may click on the tabs above to configure this adapter. The checkboxes below

provide the following functions:

Show Tray Icon

Check this checkbox to show the utility icon on your
system tray, which is in the notification area at the
lower-right corner of the windows desktop. You may
also uncheck it to remove the utility icon from system
tray.

Windows Zero Config

Uncheck this checkbox to use native Windows XP
wireless support (Wireless Zero Configuration Service)
instead of using this utility to configure your wireless
network.

Radio Off

Check this checkbox to prevent this adapter form
transmitting or receiving signals. Uncheck it to
communicate.

Disable Adapter

Check this checkbox to disable this wireless adapter.
Uncheck it to enable this adapter again.

14




General

After starting the utility, the general page pops up This General tab provides the
information of your current wireless network connection. You may click the Renew

button to refresh those listed information.

REALTEK Wireless LAN Uitily
Refresh  RT-Set  ModefM) Wiew(y) About (A)

= Q My Computer General | Profile | Available Metwork | Advanced | Status | Statistics
I Realtek RTLE157 Wit

Status:  Associated Throughput;
Speed: 34 Mbps

Type:  Infrastructure

Encryption:  MNane Ti:0.00%, Total:0.00%
SSID:  wireless

signal Strength:  (FERNEERNENRNINNNENNNNININE | ceos

Metwork Address
Mac Address;  OOGED:4C:81:87:01
IP Address:  10,10.65.38
Subnet Mask;  255.295.295.0
Gatesway:  10,10,66,254

¢ >

[w]Show Tray Icon  []wWindows Zero Config []Radio Off [JDisable sdapter
Ready TR
Status: Check if the device associated to target network.
Speed: The current connection speed
Type: Infrastructure mode or Ad-Hoc mode.
Encryption: The performing encryption mode for connecting to current

network profile.

SSID: The SSID (network name) of the connected wireless network.
Signal Strength: Indicates the signal strength detected by this adapter.

Network Address: Shows the current IP addresses settings for this adapter.

15



Profile

The Profile tab lists the preferred connections. You can click the buttons beside to

do configure each connection.

REALTEK Wireless LAN Uitily M=
Refresh  RT-5et ModefM)  View(d)  Abouk (A0

= Q. My Complter General | Profile | syvailable Metwork | Advanced | Status | Statistics -
B3 Realek RTLEL:

Available Profiles)
Priofile Narne S5ID A
@ RTLE186-GW RTLE186-GW
Remove

Edlit

Duplicate

Set Default

W
< Il [E: >
[#]Showe Tray Icon [ |W¥indows Zero Config [ Radio Off [Disable Adapter
Ready LM
Add Click this button to add a connection profile for this adapter.
Remove To remove a connection profile, click this profile on the profile
list and click this button to delete it.
Edit To modify the configurations for a profile, click this profile on
the profile list and click this button to edit.
Duplicate To make a copy of a profile, click the profile that going to be
copied, and click this button to copy it.
Set Default To select a profile as your default wireless connection, click this

profile on the list and click this button. You may also double click
on each profile to select it as your default wireless connection.

16



Available Network

This available tab lists the reachable wireless network of this adapter.

REALTEK Wireless LAN Uitily

Refresh  RT-5et ModefM)  View(d)  Abouk (A0
= Q. My Complter General | Prafils | Available Metwark |ﬂdvanced Statuz | Statistics -
B3 Realek RTLEL:
Available Metwark(s)
== (] Chan,..  Encrypt...  Metwork Authenticati.
i wireless 1 HMone Unkniown
i 11 Mone Lk
i RTLE186-GW 11 HMone Unknoee
@ RTLE186-GW 11 HMone Unkniown
< | >
Refrash ] lﬂxdd to Profile
Mote:
Double click on itern to joinfcreate profile. §
W
< | Y& E
[#]Shaow Tray Icon  []Windows Zero Config []Radio Off []Disable Adapter
Ready LM
Refresh Click this button to rescan available networks around the

adapter.
To add an available Network to your profile list, select an

Add to Profile
available network and click this button to add.

17



Advanced

This Advanced tab provides advanced configurations to this adapter. Every
modification in this tab will be performed after clicking the Apply button.

To restore the default settings of the advanced tab, click the Set defaults button to
perform restoring.

REALTEK Wireless LAN Uitily

Refresh  RT-5et  Mode(M) Wiew(y) About(a)

= Q My Computer | General | Profile | Available Networkl Advanced | Status | Statistics |
@ Realtek RTLE1ES 541
Power Save - Turbo Mode Fragment Threshald:
(®) Mone O OFF
O Min Oon 2% (] 2432
O Max ® aUTO

RTS Threshold:

Wireless Mode: [ T R

o ' j 2432
a02.11g/h v

802.11b Prearmble Mode:

Region Dormain;
FCC Standard v

[ Set Defaults ] [ Apply l

< i | >
[#]Shaw Tray Icon [ Windows Zero Config [|Radio Off [ Disable adapter
Ready UM

Power Save

None Disable Power saving function.

Min Minimum power consumption

Max Maximum power consumption

Turbo Mode

OFF Disable turbo mode

ON Enable turbo mode

AUTO Enable or disable turbo automatically according to the detected

environment
Fragment Threshold

The maximum size of a packet that is going to be segmented and transmitted.
Select the size from 256 to 2432(default) bytes.

RTS Threshold
Select the RTS Threshold form 0 to 2432(default)

Wireless Mode

802.11g/b |Connect to a 802.11g/b network (2.4GHz/54Mbps)
802.11b Connect to a 802.11b network (2.4GHz/11Mbps)

18



802.11b Preamble Mode

Select the preamble mode to be long, short or auto detection mode.

Region Domain

Select your region from the drop list. Please note that it is necessary for you to
select a correct region. Selecting an incorrect region may again the applicable
law.

Status

This tab shows the current connection status of this adapter.

REALTEK Wireless LAN Uitily

Refresh RT-53et ModedM)  Viewdd  Abook (&)
= @. My Computer | General || Prafile || Available Metwork, || ﬂndvanced| Status | Statistics| &
Bl Realtek RTLAL:

Manufacturer = Realtek

MOIS Driver Wersion = 5,105.0.1

Short Radio Header = Mo

Encryption = Disabled

Suthenticate = Open

Channel Set = FCC

MAC Address = DOED:4C:81:96: 77

Data Rate (ALUTO) = 5.5 Mbps

Channel (Frequency ) = 11 (2462 MHz)

Status = Associated

S5ID = RTLE136-GW

Metwork Type = Infrastructure

Power Save Mode = Mone

Associated AP MAC = O0:ED:4C:81:86:21

Up Tirne (hh:rm:ss) = 0:26:43

e’
< | LS | &
[w]Show Tray Icon [ ]Windows Zero Config [ Radio Off [Disable Adapter

Ready MM

19



Statistics

See this tab to show the transmission activity record. Clicking the “Reset” button
recounts the values from zero.

REALTEK Wireless LAN Uitily M=
Refresh  RT-Set  ModefM) Yiew(V) About (A)

= Q. My Computer General | Profile | Available Metwork, | Advanced || Status | Statistics |
B Realek RTLS
Counter Mame Wallie
Tx Ok 2094
Tx Error ]
Tx Retry ]
Tx Beacon Ok ]
Tx Beacon Error ]
R Ok 1886
Ry Retry 0

R CRC Error(0-500)

R CRC Error(500-1000)
R CRC Error(=1000)
R ICW Error

o Y o

< | >
[#]Show Tray Icon  []windows Zero Config [ |Radio Off [hisable Adapter
Ready RLIR

20



Windows Vista Driver Installation

1.

Insert the device to a USB port on your computer. The system finds the new

device automatically. Click the “Locate and install driver software” to proceed.

Windows needs to install driver software for your
RTLB187_Wireless_LAN_Adapter

@ Locate and install driver software (recommended) _
Windows will guide you through the process of installing driver software
for your device.

% Ask me again later
Windows will ask again the next time you plug in your device or log on.

® Don't show this message again for this device
Your device will not function until you install driver software.

2. Select “"Don’t Search online”

ﬁ

@ ﬂ Found Mew Hardware - RTLE187_Wireless_LAN_Adapter

Allow Windows to search online for driver software for your
RTLE187 Wireless LAN_Adapter?

* Yes, always search online (recommended)
Windows will automatically search for the latest drivers and applications for your hardware and
download them to your computer,

< Yes, search online this time only
Windows will search for the latest drivers and applications for this device and deownload them to
YOUr computer,

i Don't search online
; Your device may not function preperly until you get the latest software,

Please read Microsoft's privacy statement

21



3. Insert the Driver CD that came with this device then click the Next Button.

=]
@ | Found MNew Hardware - RTLE187_Wireless_LAN_Adapter

Insert the disc that came with your RTL8187_Wireless_LAN_Adapter

If you have the disc that came with your device, insert it now. Windows will autematically
search the disc for driver software.

“* Idon't have the disc. Show me other options.

Mext Cancel

4. The system search for appropriate drive for this device in the CD automatically
and start installing. If the system fails to find the driver automatically, please

browse the driver in your CD drive> USB-> Driver-> Vista—> VistaX86 (or
VistaX64).

'\__,/' || Found Mew Hardware - RTLELET_Wireless_LAN_Adapter

Installing driver software...

22



5. Click the close button to finish installation.

Ny

[l Feund Mew Hardware - Realtek RTL8187 Wireless 802119 54Mbps USB 2.0 Metwork Adapter 22
The software for this device has been successfully installed
Windows has finished installing the driver software for this device:

L‘. Realtek RTLE1ET Wireless 802.11g 54Mbps USE 2.0 Metwork Adapter
-

23




RT-Set Setup Wizard

For Windows 2000 and XP users to connect to a wireless network easily, we also
provide the RT-Set setup wizard to help users set their preferred wireless network
step by step. You can configure your wireless network via this RT-Set setup wizard
in the following three modes:

Station mode (infrastructure): Select this mode to connect to the AP (access
point) in your LAN.

Station mode (ad hoc): Select this mode to connect to another wireless network
adapter in your LAN.

AP mode: Select this mode to perform this adapter as an AP (access point).

To start the RT-Set Wizard, please click the "RT-Set” tab on the up-left corner of the
window

Connect to a wireless network in infrastructure mode

1. To connect this adapter to an AP, select the “Station (infrastructure)” mode and click
the “Next” button to proceed.

(*) Station [infrastructure): Connect to a wireless network through the AP.

(O Station [ad hoc]: Connect to computer-to-computer netwaork.

() AP: Setup a wireless network.

24



2. The RT-Set scans the available AP within your LAN. Those AP are listed with their SSID.
Click the wireless AP that you are going to connect with and then click the “*Next” button.
You may also click the “Refresh” button to scan wireless AP again.

S3ID Sec... Cha...
[ wireless Mone 1 74%
T RTL8186-GW None 11 20%

3. The “unsecured network” window may pop up if the AP you select doesn’t use security
encryption settings. Click the "OK"” button after your confirmation.

Unsecured network [z|

i You are connecking ko the unsecured netwark " wireless ",
\J) Information sent over this network is not encrypted and might be
wisible ko other people.

I l [ Cancel

4. Click "OK" after configuring the profile content to be corresponding to the AP that you are
going to connect with. If you are connecting to an AP without security encryption, please
click "OK"” button without configuration.

Wireless network properties El

Profile Mame!

Metwork Mame{SSI0):

[] This is a computer-to-computer(ad hac) network; wireless

access poinks are not used, Channel
‘wireless network security 802, 1x configure
This network requires a key For the Following: EAP TYFE :
etwork Authentication Open System L3 Turnel :
Data encryption: Disahled £ (Egmemio 8 | |
Identity : | |
Password : | |
Netuiork key: Certificate !

Canfirm retwark key:

Key index {advanced):

25



5. Configure the IP address for connecting to the network. You may choose “Use the
following IP address” to fill in IP addresses manually or choose “Obtain an IP address
automatically (recommend)”.

tomatic or manual obtainz IP.

TCPHIP
(3 Obtain an IP address automatically

(O Use the following IP address:

IP

MASK
GATEWAY

DNS
(%) Obtain DNS server address automatically

() Use the following DNS server addresses:

Primary

Sec ‘ |

6. After configuring IP addresses, click the “Finish” button to complete.

26



Connect to a wireless network in ad hoc mode

1. To connect this adapter to another computer, select the “Station (ad hoc)” mode and click
the “"Next” button to proceed.

() Station (infrastructure]: Connect to a wireless network through the AP.

(&) Station [ad hoc]: Connect to computer-to-computer network.

() AP: Setup a wireless network.

2. The RT-Set scans the available wireless adapters within your LAN. Those adapters are
listed with their SSID. Click the one that you are going to connect with and then click the
“Next” button. You may also click the “Refresh” button to scan wireless adapters again.

351D Sec... | Cha...  Si..

e Jwireless Mone 1 92%

| NewIBSs |

| Refresh |
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3. The “unsecured network” window may pop up if the adapter you select doesn’t use
security encryption settings. Click the "OK” button after your confirmation.

Unsecured network b_q

Information sent over this network is not encrypted and might be

i J You are connecking ko the unsecured network " wireless ",
visible ko ather people.

(04 l [ Cancel

4. Click “"OK" after configuring the profile content to be corresponding to the wireless
adapter that you are going to connect with. If you are connecting to a wireless adapter
without security encryption, please click "OK” button without configuration.

Wireless network properties &l

Profile Mame:

Metwork Mame( 55100

This is a computer-to-computer(ad boc) nebwork, wireless

access points are not used, Channel |1 (2412MHz) |+

‘wireless network security 802, 1x configure

This network requires a key For the Following: EAP TYEE :

Metwark Authentication: |Open System " | Turnel :

[rata encryption: |Disabled L3 | UISEArED § | |
Idenkity | |
Password | |

Metuicrk key: Certificate :

Confirm netwoark key:

kKey index {advanced);
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Configure the IP address for connecting to the wireless adapter. You may choose “Use the
following IP address” to fill in IP addresses manually or choose “Obtain an IP address
automatically”.

RT-5et

— —
L

Choos tomatic or manual obtainz |P.
g

—

TCP{IP
() Obtain an IP address automatically

(2 Use the following IP address:

IP

MASEK.
GATEWAY

DNS
(*) Obtain DNS server address automatically

(O Use the following DNS server addresses:

Primary

Sec
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Use this adapter as an AP

1. To use this adapter as an AP (access point), select the "AP” mode and click the “"Next”
button to proceed.

( Station [infrastructure]: Connect to a wireless network through the AP.

() Station [ad hoc): Connect to computer-to-computer network.

() AP: Setup a wireless network.

2. Select “"Normal User” (recommend) to make an step-by-step configuration. You may also
select "Advanced Users” to configure this AP with more detail.

*) Normal User
Least Setting.

0 Advanced User
Compared with many Setting.

-
EEON BT
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3. Assign an SSID for this AP, which is the name that is going to be identified while other
wireless devices scan for available network. Choose to use WEP encryption or not from
the drop list and click “"Next” to proceed.

e mode parameter.

; o P
Network Name(SSID): XSS Rt [N
The 551D can be discovered by network sniffing.

By default, the SSID is part of the packet header
for every packet sent over the WLAN.

WEP Encryption:

Wired Equivalent Privacy - makes 802.11b wireless LANs
more secure. YWEP is a protocol that adds security to
wireless local area networks [WLANs] based on the
802.11b standard.

e parameter.

MNetwork Name[SSID] : user-29feab47f0_AP
Network Key :
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5. Click “Finish” to complete setup.

RT-Set

p— = -
Cunlre parameter.

A

—

MNetwork Name[S5ID] : user-29feab47f0_AP
Network Key :

The internet connection :

Realtek HTL8139 Family PCl Fast Ethernet NIC

T ——
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AP mode management guide

General

After configuring the adapter in AP mode, this "General” page shows up, which shows the

general information of this AP.

SSID: The SSID (network name) of the wireless network
constructed by this AP.

BSSID: The MAC address of this AP

Config: Click this button to change configurations to this AP

Association Table: Shows the information of those devices that associated with

this AP including their MAC addresses and the time that they
connected with this device.

REALTEK Wireless LAN Uitily

Refresh  RT-Set  Mode(M) Wiew(W) About (4)

= E, My Computer General |.-’-‘n.dvanced Statistics | SoftaP
B Realtek RTLB18S 547
SSIme Lser-29feas47f0_AP
BSSID: OO:ED:4C:81:96: 77
Association Table
AlD Mac Address Life Time
1 00:11,09:00:DA4F Q.22
< | >
Show Tray Ican [ |Radio Off [oisable adapter
Ready TR
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Advanced

Beacon Interval: Define the interval between beacons from 20~1000

DTIM Period: Set the DTIM period between 1~255

Preamble Mode: Click the drop list to select the preamble to be long, short
or auto

Set Defaults: Click this button to restore the settings above to default

Apply: Click this button to execute changes.

REALTEK Wireless LAN Uitily
Refresh RT-Set  Mode(M) wiew(d) About (A)

= & My Computer General| Advanced | Statistics | SofthP ~
BB Realtek RTLEL:

General:

Beacon Interval:

DTIM Periad:
Preamble Mode:

Set Defaults ] ’ Apply ] v
| | > |« | B
[v]Show Tray Icon [Jradio off [IDisable Adapter
JReady UM

Statistics

See this tab to show the transmission activity record. Clicking the “Reset” button
recounts the values from zero.

REALTEK Wireless LAN Uitily =13
Refresh RT-3et  Mode(M) Wiew(y) About (A}

= {5, My Computer General | Advanced | Statistics | SoftP
B Realek RTLE

Courter Mame Walle
Tx Ok 2213
Tx Error 0
Tx Retry u]
Tx Beacon OK 0
Ty Beacon Error 0
Rx Ok 1895
Fx Retry 0
Ry CRC Error(0-500) u]
R CRC Error(S00-1000) u]
Rx CRC Error(=1000) u]
R ICW Error u]

< | >
Show Tray Ican []Radin Off [ hisable Adapter
Ready T

34



SoftAP

This page allows users to select the adapter for connect to public network.
Please click on the device that are used for connecting to public network and click

the “Select” button, and then click the “"Apply” button to execute.

REALTEK Wireless LAN Uitily =13
Fefresh  RT-3et ModeM)  Wiew(W)  Abook (8)
= Q My Computer General | Advanced Stalisticsl SoftdP | 4
B Realtek RTLEL:
Soft AP

Connkame Device Mame

¥ Local Area .., Realtek RTLE1329 Famnily PCI Fast Etherngt MIC

< |

Public netwark | Local Area Connection Realtek RTLS139 Farnily PCI F:

Apply 2

| i S S
Show Tray Icon [radio Off [ Cisable Adapter
Ready LM
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Product Specification

Standard

IEEE 802.11b, IEEE 802.11g

Interface

USB rev1.0/1.1/2.0

Security

64/128-bit WEP, WPA (TKIP with IEEE 802.1x), AES
Receiver Sensitivity

54Mbps OFDM, 10%PER, -68dBm
11Mbps CCK, 8%PER, -86dBm
1Mbps BPSK, 8%PER, -92dBm

Channel

USA 11, Europe 13

Data Rate

802.11b: 1, 2, 5.5 and 11Mbps

802.11qg: 6, 9, 12, 18, 24, 36, 48, and 54Mbps
Transmit Power

13 dBm

Range Coverage

Indoor 35~100 meters

Outdoor 100~300meters

LED indicator
Link/ACT(Green)

Operating Temperature
0- 40 °C (32 - 104 °C)
Operating Humidity

10% ~ 90% (non-condensing)
Emission

FCC Class B, CE

61NB-W4200+227C CE

36




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


